)EACH STRIP PATERNS ON TOP AND BOTTOM OF KAPTON FOIL
TWO DIMENSIONAL READOUT BOARD GLUE KAPTON FOIL ON 0.005" FIBERGLASS BOARD WITH EPOXY

1
2
( GLUED ON 0.120" HONEYCOMB BOARD ) 3)ETCH AWAY KAPTON MATERIAL TO UNCOVER BOTTOM STRIPS
4)STRIPS ARE CHEMICALLY COATED WITH A THIN NICKEL LAYER
5)AND THEN GOLD PLATED
6)APPLY SOLDER MASK AROUND CONNECTOR PADS

- 1 J ]
-~ 1 J ]
- 1 J ]

BOTTOM STRIPS

TOP STRIPS

SOLDER MASK

} -~ 1 J ]
} - 1 J ]

SOLDER MASK

(]
(]
(]
(]
(]
(]
(]
(]
(]
(]

A
Kj | MATERIAL: 0.002" KAPTON FOIL COATED WITH 0.0002" Cu ON TOP AND BOTTOM
c DRAWING IS NOT IN SCALE .
‘ MIT_LNS /RHIC / STAR Project: GEMDTCTR
4 21 MANNING ROAD, ROOM 12 | Sheet: GEMDTCT5
MIDDLETON, MA 01949 Date: 3/10/04
Date Last Modified: 4/22/04

‘ 2 ‘ 3 4 5 6 7 8




